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Product Description
Premier Finishes 10-869 Prokote 100 % Acrylic Elastomeric Wall & Roof Coating is a high technology
exterior paint formula designed to provide superior water-resistance & weather ability. Formulated with
highly flexible acrylic polymers, Prokote Elastomeric provides unsurpassed protection for wind-driven rain
and moisture. In addition to providing outstanding, hide, weather ability and flexibility, Prokote Acrylic
Elastomeric Wall & Roof Coating also possesses superior efflorescence control and is virtually impervious to
chipping, cracking and peeling on almost any substrate. 10-870 is also highly resistant to Mold & Algae.

Prokote Uses

For use on walls, trim and roofing over a wide variety of surfaces including exterior wood, conerete, brick,
masonry, stucco, primed metal and primed synthetic or aluminum siding.

Performance Properties & Technical Specifications

Elongation % ASTM D2370 (>100%) 210-260
Tensile Strength psi ASTM D2370 (>200 psi) 330-350
Tear Strength Ibf/in ASTM D264 (>60Ibf/in) 80- 90
Water Swell % ASTM D471 (<20%) 9-10
Wet Adhesion Conerete ASTM D903 (>2.0 pli) 3.0-4.0
Permeance ASTM D1653 (<50 perms) 8.0-9.0
Physical Properties
Weight per gallon: 11.37.
% Solids by Weight: 58.06
%Solids by Volume: 42.03
Viscosity - Krebs: 120 KU
Spread Rate@ 12mils wet 50-100 sq. ft.
Material VOC: 0.381b/
Coatings VOC (-water): 0.721b/
Dry to touch 2-4 hours
Cure Time 5-7 days

For more information about Prokote Acrylic Elastomeric Wall & Roof Coating or any other Premier
Finishes Products, please contact a qualified representative @ 503-241-2770. www.premierfinishes.net



